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	Beacon ReceiversBR-MOD-1-9-A-1S-3040
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Beacon ReceiversBR-MOD-1-9-A-1S-3040
		
			0 out of 5
 (0)
		

				
			The BR-MOD-1-9 is a full SDR satellite beacon receiver designed on the field-proved SBS2 system that has served the SATCOM industry for over ten years. It is a robust and reliable product featuring many capabilities to provide rugged and reliable operation in embedded application. A CW satellite beacon carrier can be acquired quickly and tracked in On-the-Move, as well as in fixed-site applications. It provides a voltage output from 0 to 10 VDC proportional with the input L-band signal. In addition, the receiver can lock on and track BPSK-type carrier signals AND is uniquely capable of locking on and tracking a DVB- like carriers utilizing an exclusive Avcom-only Carrier- Edge-Power-Tracking (CEPT) function. Avcom’s EVO-GUI software is included and provides a full- featured set of tools for robust operations for any application. Avcom provides API protocol documentation and support for developing POSIX-C compliant APIs for your application. Please contact salesrfq@avcomofva.com for documentation and support.

		

				SKU: BR-MOD-1-9-A-1S-3040
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	Beacon ReceiversBR-MOD-1-9-A-2S-3040
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Beacon ReceiversBR-MOD-1-9-A-2S-3040
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			The BR-MOD-1-9-A-2S (Dual Input) is a full SDR satellite beacon receiver designed on the field-proved SBS2 system that has served the SATCOM industry for over ten years. It is a robust and reliable product featuring many capabilities to provide rugged and reliable operation in embedded application. A CW satellite beacon carrier can be acquired quickly and tracked in On-the-Move, as well as in fixed-site applications. It provides a voltage output from 0 to 10 VDC proportional with the input L-band signal. In addition, the receiver can lock on and track BPSK-type carrier signals AND is uniquely capable of locking on and tracking a DVB- like carriers utilizing an exclusive Avcom-only Carrier- EdgePower-Tracking (CEPT) function. Avcom’s EVO-GUI software is included and provides a full- featured set of tools for robust operations for any

application.

Avcom provides API protocol documentation and support for developing POSIX-C compliant APIs for your application. Please contact salesrfq@avcomofva.com for documentation and support.

		

				SKU: BR-MOD-1-9-A-2S-3040
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	Beacon ReceiversEVO-RBR-3040A1S
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Beacon ReceiversEVO-RBR-3040A1S
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			The EVO–RBR–3040A1S beacon receiver based on Avcom’s software-defined-radio technology platform designed to exceed today’s performance challenges. The receiver is intended for antenna systems applications required to operate under challenging conditions. Avcom’s newest beacon receiver technology provides excellent performance by employing high-performance DSP, and FPGAs. Integrators can now install a full-function beacon receiver into systems operating in austere and rugged environments as well as standard teleport and earth station indoor environments. Communication with the receiver is achieved via ethernet and Avcom’s Graphical User Interface, the EVO GUI software. It provides a feature-rich set of functions to lock on and provide a DC output voltage proportionate to the received satellite beacon signal. The system can also be accessed via a customer implemented POSIX-Compliant API. Source code is available from Avcom.

		

				SKU: EVO-RBR-3040A1S
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	Beacon ReceiversBR-MOD-1-9-A-2S
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Beacon ReceiversBR-MOD-1-9-A-2S
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			The BR-MOD-1-9-A-2S (Dual Input) is a full SDR satellite beacon receiver designed on the field-proved SBS2 system that has served the SATCOM industry for over ten years. It is a robust and reliable product featuring many capabilities to provide rugged and reliable operation in embedded application. A CW satellite beacon carrier can be acquired quickly and tracked in On-the-Move, as well as in fixed-site applications. It provides a voltage output from 0 to 10 VDC proportional with the input L-band signal. In addition, the receiver can lock on and track BPSK-type carrier signals AND is uniquely capable of locking on and tracking a DVB- like carriers utilizing an exclusive Avcom-only Carrier- EdgePower-Tracking (CEPT) function. Avcom’s EVO-GUI software is included and provides a full- featured set of tools for robust operations for any

application.

Avcom provides API protocol documentation and support for developing POSIX-C compliant APIs for your application. Please contact salesrfq@avcomofva.com for documentation and support.
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	Spectrum AnalyzersSA-MOD-1-9-A-1S
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Spectrum AnalyzersSA-MOD-1-9-A-1S
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			The SA-MOD-1 spectrum analyzer is based on Avcom’s software-defined-radio technology platform designed to exceed today’s performance challenges. The analyzer is intended for embedded applications required to operate under challenging conditions. Avcom’s newest analyzer technology provides excellent performance by employing high-performance DSP, and FPGAs. Integrators can now embed a full-function spectrum analyzer in a very small volume into systems operating in austere and rugged environments. Communication with the module is achieved via ethernet and Avcom’s Graphical User Interface; the EVO GUI software. It provides a feature-rich set of functions to control, monitor & alarm, while recording. The system can also be accessed via a POSIX-Compliant API, available from Avcom.
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	Spectrum AnalyzersDRSA-2500B & TRSA-2500B
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Spectrum AnalyzersDRSA-2500B & TRSA-2500B
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			Two & Three Spectrum Analyzers in a 1U Rack Mount Configuration: The D/TRSA utilizes two/three single board SBS spectrum analyzers in a 1U chassis offering two/three discrete inputs, all of which can be monitored and controlled simultaneously. This allows simultaneous real time monitoring and analysis of the desired carriers on the same screen via AVCOM remote control software. If your rack space is limited and you have the need for multiple spectrum analyzers then this system offers space saving advantages in a 1U package. Each board supports its own Ethernet/USB/RS-232 connectivity. When multiple screens are used in the GUI, this allows for real time monitoring of all carriers at the same time.
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	Spectrum AnalyzersSBS2-2150E
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Spectrum AnalyzersSBS2-2150E
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			The SBS2 Single Board analyzer is the second generation of embedded product designed from the ground up with the system integrator in mind. The compact design measures 3.75”x 5.75” (9.525 x 14.605cm) so that it can easily be integrated into another piece of equipment, inside a small satellite terminal, or as an integral part of the satellite antenna itself.

Performance & Specifications

The SBS2-2150E input covers an extended L-Band frequency of 950MHz to 2150MHz and will also allow monitoring of a 10MHz reference signal. The single board design only requires an external input voltage, accepting a wide range of +15 to +24VDC @ 7W. Communication is provided via Ethernet or USB. The single board supports both commercial Ethernet and USB connectors or header connectors for easier embedded system integration. Along with resolution bandwidths of 1MHz to 10 kHz, a 3kHz RBW option is available for applications requiring very detailed signal analysis. SBS2-2150E allows changes to the number of data points used if application needs to optimize refresh rate verses resolution. The data point number can be adjusted from 1-4000 points in the control software.
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